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uige) TLM-170VM
Product 17. 3F~F i MR BV 5 PR A%-1 UL EE R
THIAR 17. 395~} LED Backlit
AN 1RU Pull-Out
ITHEER 1920x1080
, . (H) +89/-89°
TR (V) +89/-89°
- 300cd/m?2
=R/ % EE 700:1
, 1x 3G/HD/SD-SDI
7Sk nfas) 1x 3G/HD/SD-SDI
1080p(23.98/24/25/29.97/30/50/59.95/60Hz)
SRR AR 1080i(50/59.94/60Hz),
7 720p(50/59.94/60Hz),
576i(PAL), 480i(NTSC)
A= TIN
- 16:9, 4:
it 6:9, 4:3
FefilFric YES
ZAFRL YES
- Live (Red)
Tally# =\ Cued (Green)
BN /%1 | 2x Speaker
H 1x Headphone Jack
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SDI and HDMI cross conversion,
Support column (YRGB peak),
time code, waveform,

R ThRE vector scope & audio level meter,
peaking focus assist,
zoom, pix to pix,
underscan, check field

R~f 485.8 x 492.7 x 44.5mm

HE 6.7 kg

BRI 0~40 °C

2R DC 12V, 21.9W
1 x TLM-170V product
1 x AD Switch DC 12V

%

B 4 x Screw 04.0*6m/m

8 x Screw ¢3.0*6m/m
8 x Screw M5 x 10mm
5 x Cable tie




